
ARCHITECTURAL REVIEW BOARD MEETING: FEBRUARY 10, 2026 

AGENDA  
NOTES ABOUT PUBLIC PARTICIPATION = RED 
 
(I) CALL TO ORDER  

 
(II) OPEN FORUM 

 
This is a time for anyone to address the Architectural Review Board (ARB) on any topic.  Per the policies of the City of Rockwall, public 
comments are limited to three (3) minutes out of respect for the time of other citizens.  On topics raised during the OPEN FORUM, please know 
that the Architectural Review Board (ARB) is not permitted to respond to your comments during the meeting per the Texas Open Meetings Act. 
 

(III) ACTION AGENDA 
 

(1) SP2026-001 (BETHANY ROSS)  
Discuss and consider a request by Jason Cluth of SC Architecture on behalf of Jawad Rawra of Rawra Group for the approval of an 
Amended Site Plan for an existing Restaurant, 2,000 SF or Greater, with a Drive-Through or Drive-In on a 1.154-acre parcel of land 
identified as Lot 1, Block 1, HJG Plaza Addition, City of Rockwall, Rockwall County, Texas, zoned Commercial (C) District, situated within 
the SH-205 Overlay (SH-205 OV) District, addressed as 1801 S. Goliad Street [SH-205], and take any action necessary. 
 

(IV) ADJOURNMENT  
 

The City of Rockwall Planning and Zoning Commission reserves the right to adjourn into executive session at any time to discuss any matters listed 
on the agenda above, as authorized by Texas Government Code §551.071 (Consultation with City Attorney). 
 
This facility is wheelchair accessible and accessible parking spaces are available. Request for accommodations or interpretive services must be made 
48 hours prior to this meeting.  Please contact the City Secretary’s Office at (972) 772-6406 for further information. 
 
I, Melanie Zavala, Planning and Zoning Coordinator for the City of Rockwall, Texas, do hereby certify that this Agenda was posted at City Hall, in a 
place readily accessible to the general public at all times, on February 4, 2026 prior to 5:00 PM, and remained so posted for at least 72 continuous 
hours preceding the scheduled time of said meeting. 

ARCHITECTURAL REVIEW BOARD MEETING 
CITY HALL, 385 SOUTH GOLIAD STREET, ROCKWALL, TEXAS 
FEBRUARY 10, 2026 IN THE CITY COUNCIL CONFERENCE ROOM AT 5:00 PM 
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CITY OF ROCKWALL 
PLANNING AND ZONING COMMISSION MEMORANDUM 
 

PLANNING AND ZONING DEPARTMENT 
385 S. GOLIAD STREET • ROCKWALL, TX 75087 
PHONE: (972) 771-7745 • EMAIL: PLANNING@ROCKWALL.COM 

 
 

TO: Planning and Zoning Commission 
 

FROM: Bethany Ross, Senior Planner 
 

DATE: February 10, 2026 
 

SUBJECT: SP2026-001; Amended Site Plan for Layne’s Chicken 
 
 

The applicant -- Jason Cluth of SC Architecture --, is requesting approval of an Amended Site Plan to allow for the removal of a 
primary material -- particularly the natural stone -- on the existing Restaurant Greater Than 2,000 SF with a Drive-Through or 
Drive-In located at 1801 S. Goliad Street. The subject property consists of approximately 1.154-acres, is zoned Commercial (C) 
District, and is situated within the SH-205 Overlay (SH-205 OV) District.  
 
On October 6, 2014, the City Council approved a Site Plan [Case No. SP2014-018] for the development of a 3,327 SF 
Restaurant, with a Drive-Through or Drive-In on the subject property. The original Site Plan included approvals of the following 
variances to the General Overlay District Standards: [1] stucco exceeding 50.00% of the masonry requirement, [2] secondary 
materials (i.e. pre-finished metal panels and/or ceramic tile) exceeding the maximum allowed ten (10) percent, [3] parking spaces 
within the 20-foot landscape buffer, [4] to relocate the required landscape buffer trees within the development, and [5] to allow 
a flat roof design with parapet walls on a building less than 6,000 SF.  
 
On January 16, 2026, the applicant submitted an Amended Site Plan proposing to remove the natural stone from the existing 
Restaurant, 2,000 SF or Greater, with a Drive-Through or Drive-In and replace it with a blond brick depicted in the building 
elevations provided in this packet. The subject property is located within the SH-205 Overlay (SH-205 OV) District, which places 
heightened emphasis on architectural quality, material variety, and long-term durability. The original Site Plan [Case No. 2014-
018] approved by City Council in 2014 included multiple variances to the General Overlay District Standards, including deviations 
related to façade materials. As such, any subsequent modification to the exterior building materials warrants careful review to 
ensure continued compliance with the intent of the SH-205 Overlay (SH-205 OV) District. 
 
The proposed Amended Site Plan removes all existing stone elements from the building façade and replaces them with a thin-
width brick product. While brick is generally considered a high-quality masonry material, the proposal to eliminate the minimum 
20.00% natural or quarried stone required by Subsection 06.02(C), Architectural Standards, of Article 05, District Development 
Standards, of the Unified Development Code (UDC) represents an additional variance for the property. The current request 
does not propose an alternative stone material, but rather the complete removal of the stone in favor of additional thin-width 
brick. 
 
As proposed, the request constitutes a variance to the General Overlay District Standards. Pursuant to Article 11, Development 
Application and Review Procedures, of the UDC, each variance requires the provision of two (2) compensatory measures 
intended to offset the deviation and further the overall intent of the ordinance. In this case, the applicant has provided the 
following compensatory measures: [1] the applicant is providing additional landscaping as shown in the attached landscape 
plan, and [2] replacement of the dumpster enclosure materials with the proposed thin-width brick, along with replacement of the 
wooden dumpster enclosure doors with metal self-latching gates that better conform to the requirements of the UDC. With all 
that being said, variances are discretionary items for the Planning and Zoning Commission pending a recommendation from the 
Architectural Review Board (ARB).  
 
On January 27, 2026, the Architectural Review Board (ARB) reviewed the building elevations and provided a recommendation 
to the applicant that metal arcade elements be reintroduce where the existing fabric canopies were on the building facades, and 
stating that they were generally not opposed to the incorporation of the thin-width brick in lieu of the natural stone. On February 
3, 2026, the applicant provided staff updated building elevations reflecting the reincorporated fabric canopies. The Architectural 
Review Board (ARB) is scheduled to review the updated elevations prior to the Planning and Zoning Commission meeting on 
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February 10, 2026.  With this being said, should the Planning and Zoning Commission choose to approve the applicant’s request, 
staff would recommend the following conditions of approval:  
 
(1)  The applicant provide an updated Photometric Plan that conforms to the lighting requirements of the Unified Development 

Code (UDC). 
 

(2) Any construction resulting from the approval of this Site Plan shall conform to the requirements set forth by the Unified 
Development Code (UDC), the International Building Code (IBC), the Rockwall Municipal Code of Ordinances, city adopted 
engineering and fire codes and with all other applicable regulatory requirements administered and/or enforced by the state 
and federal government. 

 
If the Planning and Zoning Commission should have any questions, staff will be available at the February 10, 2026 Planning 
and Zoning Commission meeting.  
  







  
DEVELOPMENT APPLICATION 
AMENDED SITE PLAN 
LAYNE’S CHICKEN FINGERS 
1801 S GOLIAD ST, ROCKWALL, TX 75087 
JANUARY 14, 2026 
 
CITY OF ROCKWALL 
PLANNING & ZONING 
385 S GOLIAD ST, ROCKWALL, TX 75087 
ATTN: Bethany Ross 
 
To whom it may concern, 
 
On behalf of the new property owner for this project site, located at 1801 S Goliad St, this application is 
being submitted for an amended site plan.  This project consists of an existing Dairy Queen restaurant 
that is being converted into a Layne’s Chicken Fingers restaurant. 
 
The existing building facades consist primarily of stucco, stone, and metal panels.  The owner would like 
to replace the existing stone veneer with a new thin brick veneer.  The stone in some areas is in a state of 
disrepair and will require ongoing maintenance due to its age.  In addition, the proposed thin brick better 
aligns with the brand design preferences for Layne’s Chicken Fingers. 
 
Please review the attached drawings and consider approving the use of an alternate material for this 
existing building. 
 
Thank you! 
 
Jason Cluth 
Project Manager 
SC Architecture 
2931 Elkton Trail, Tyler, TX 75703 
903.630.7330 
jason@scarchitecturetx.com 



  
DEVELOPMENT APPLICATION 
AMENDED SITE PLAN 
LAYNE’S CHICKEN FINGERS 
1801 S GOLIAD ST, ROCKWALL, TX 75087 
FEBRUARY 3, 2026 
 
CITY OF ROCKWALL 
PLANNING & ZONING 
385 S GOLIAD ST, ROCKWALL, TX 75087 
ATTN: Ryan Miller, Bethany Ross, & Melanie Zavala 
 
To whom it may concern, 
 
On behalf of the new property owner for this project site, located at 1801 S Goliad St, this application is 
being submitted for an amended site plan.  This project consists of an existing Dairy Queen restaurant 
that is being converted into a Layne’s Chicken Fingers restaurant. 
 
The existing building facades consist primarily of stucco, stone, and metal panels.  The owner would like 
to replace the existing stone veneer with a new thin brick veneer.  The stone in some areas is in a state of 
disrepair and will require ongoing maintenance due to its age.  In addition, the proposed thin brick better 
aligns with the brand design preferences for Layne’s Chicken Fingers. 
 
As compensatory measures for this variance, the property owner is proposing options (B) increased 
landscaping and (J) updated dumpster enclosure.  A higher overall landscaping percentage will be 
provided by expanding the existing landscaped areas.  This will serve to enhance the overall site and also 
to improve the aesthetic experience for the drive-thru customers.  In addition, the owner has proposed to 
increase the height of the dumpster enclosure and gates to 8’ tall.  The latches and hinges will be 
self-latching and/or self-closing type of hardware, so that the waste receptacles will be hidden from view.  
The enclosure will be clad in thin brick to match the building and finished with a new metal cap. 
 
Please review the attached drawings and consider approving the use of an alternate material for this 
existing building. 
 

●​ Updated exterior elevations and material finish schedule 
●​ Example photos of similar Layne’s Chicken Fingers projects 
●​ Photometric site plan and light fixture cutsheets 
●​ Compensatory Measure (B), existing and new landscape plans and details 
●​ Compensatory Measure (J), dumpster enclosure drawing 

 
Thank you! 
 
Jason Cluth 
Project Manager 
SC Architecture 
2931 Elkton Trail, Tyler, TX 75703 
903.630.7330 
jason@scarchitecturetx.com 
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FACADE MATERIAL PERCENTAGES - EXISTING

ENTRANCE ELEVATION (SE)
STONE = 31%
METAL PANELS = 10%
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DRIVE-THRU ELEVATION (NW)
STONE = 20%
METAL PANELS = 11%
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FRONT ELEVATION (SW)
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STUCCO = 36%
GLAZING = 17%

REAR ELEVATION (NE)
STONE = 25%
STUCCO = 75%

FACADE MATERIAL PERCENTAGES - PROPOSED

ENTRANCE ELEVATION (SE)
BRICK = 31%
METAL PANELS = 10%
STUCCO = 44%
GLAZING = 15%

DRIVE-THRU ELEVATION (NW)
BRICK = 26%
METAL PANELS = 11%
STUCCO = 47%
GLAZING = 16%
TILE = 0%
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METAL PANELS = 5%
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REAR ELEVATION (NE)
BRICK = 25%
STUCCO = 75%
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EF.2

4" 1'-6" 4" 3'-6" 4"

3.01 INTERNALLY ILLUMINATED BUILDING SIGNAGE PROVIDED AND INSTALLED BY SIGN SUPPLIER. G.C. TO
PREP AREA WITH 3/4" CDX. PLYWOOD & SOLID BLOCKING AND APPROPRIATE ELECTRICAL JUNCTION
BOXES/ELECTRICAL CONNECTIONS.

3.02 EXIST. COLLECTOR BOX AND DOWNSPOUT, PAINT TO MATCH ADJACENT FINISHES.
3.03 DASHED LINE INDICATES APPROXIMATE T.O. ROOF LINE BEHIND PARAPET.
3.04 EXTERIOR LIGHTING, REFERENCE RCP & ELECTRICAL DRAWINGS.
3.05 EXIST. CANOPY TO REMAIN, PAINT EP-6
3.06 LINE OF EXISTING TOWER ELEMENT BEYOND
3.07 EXIST. OVERFLOW PORT
3.08 EXIST. ROOF ACCESS LADDER, PAINT EP-6
3.09 EXIST. PARAPET WALL OPENING FOR ROOF ACCESS LADDER.
3.10 LED STRIP LIGHT, STREET WRAP FLEX WIDE BY PRINCIPAL SLOAN OR APPROVED EQUAL
3.11 (NOT USED)
3.12 EXISTING AWNING TO REMAIN. FABRIC TO BE REPLACED. COLOR TO MATCH HEARTTHROB (SW 6866)
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PROHIBITION ON REUSE:
INFORMATION CONTAINED IN THESE DRAWINGS AND SPECIFICATIONS

WAS PREPARED FOR USE ON THE SPECIFIC SITE INDICATED. USE OF THIS
INFORMATION ON ANOTHER PROJECT IS PROHIBITED AND CONTRARY TO

LAW UNLESS EXPRESSLY AUTHORIZED IN WRITING BY THE AUTHOR.

THESE DRAWINGS AND SPECIFICATIONS ARE AND SHALL REMAIN THE
PROPERTY OF SC ARCHITECTURE, LTD.  DISPLAY, REPRODUCTION, OR USE
FOR ANY BUT THE SPECIFICALLY AGREED UPON PURPOSES, WITHOUT THE

WRITTEN AUTHORIZATION OF SC ARCHITECTURE, LTD. IS STRICTLY
PROHIBITED.

COPYRIGHT NOTICE:
THESE DRAWINGS AND SPECIFICATIONS ARE SUBJECT TO COPYRIGHT
PROTECTION AS AN "ARCHITECTURAL WORK" UNDER SEC. 102 OF THE

COPYRIGHT ACT, 17 U.S.C. AS AMENDED DECEMBER 1990; KNOWN AS THE
ARCHITECTURAL WORKS COPYRIGHT PROTECTION ACT OF 1990.  THE
PROTECTION INCLUDES, WITHOUT LIMITATION, THE OVERALL FORM,

ARRANGEMENT, AND COMPOSITION OF SPACES AND ELEMENTS OF THE
DESIGN.
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TAG SPECIFICATION APPLICATION / LOCATION MANUFACTURER PRODUCT MODEL COLOR DIMENSIONS NOTES

EXTERIOR FINISHES

EF-1 STONE EXISTING STONE VENEER - - - - - EXISTING STONE VENEER TO BE PAINTED AS NOTED

EF-2 STUCCO EXISTING STUCCO - - - EXISTING STUCCO TO BE PAINTED, PATCH AND REPAIR TO A LIKE NEW CONDITION

EXTERIOR PAINTS

EP-1 EXTERIOR PAINT PRIMARY EIFS COLOR BENJAMIN MOORE ULTRA SPEC EXT - SOFT GLOSS W449 SWISS COFFEE (OC-45) - 1 COAT PRIMER AND 2 COATS PAINT.

EP-2 EXTERIOR PAINT MISC. SHERWIN WILLIAMS ULTRA SPEC EXT - SOFT GLOSS - HEARTTHROB (SW6866) - 1 COAT PRIMER AND 2 COATS PAINT.

EP-3 EXTERIOR PAINT DIRECTIONAL GRAPHIC BENJAMIN MOORE ULTRA SPEC EXT - SOFT GLOSS W449 SPARKLING SUN (2020-30) - 1 COAT PRIMER AND 2 COATS PAINT.

EP-4 EXTERIOR PAINT DIRECTIONAL GRAPHIC BENJAMIN MOORE ULTRA SPEC EXT - SOFT GLOSS W449 COVENTRY GRAY (HC-169) - 1 COAT PRIMER AND 2 COATS PAINT.

EP-5 EXTERIOR PAINT CMU DUMPSTER ENCLOSURE BENJAMIN MOORE ULTRA SPEC EXT - SOFT GLOSS W449 STREET CHIC (CSP-24) - 1 COAT PRIMER AND 2 COATS PAINT.

EP-6 EXTERIOR PAINT BOLLARDS, ROOF LADDER SHERWIN WILLIAMS ULTRA SPEC HP D.T.M. ARCYLIC ENAMELS - HEARTTHROB (SW6866) - 2 COATS PAINT.

EP-7 EXTERIOR PAINT EXTERIOR DOORS BENJAMIN MOORE ULTRA SPEC HP D.T.M. ARCYLIC ENAMELS HP29 COVENTRY GRAY (HC-169) - 2 COATS PAINT.

EP-8 EXTERIOR PAINT METAL GATES BENJAMIN MOORE ULTRA SPEC HP D.T.M. ARCYLIC ENAMELS HP29 JET BLACK (2120-10) - 2 COATS PAINT.

EP-9 EXTERIOR PAINT GENERAL PRIMER BENJAMIN MOORE FRESH START (032) 032 - - 1 COAT PRIMER.

--

EF-1 (ALT.) BRICK NEW THIN BRICK VENEER ACME BRICK SUMMITVILLE - THIN BRICK - SAVANNAH (26) / WIRECUT - -

EXTERIOR MISCELLANEOUS

EM-1 NOT USED -- -- -- -- -- -- --

EM-2

EM-3 BRICK MORTAR NEW THIN BRICK VENEER MORTAR LATICRETE MVIS POINTING MORTAR -- BRIGHT WHITE -- PROVIDE 3/8" MORTAR JOINT

NOT USED -- -- -- -- -- -- --

5

5

5
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THIN BRICK VENEER TO MATCH BUILDING

PRE-FINISHED METAL PARAPET CAP

EXISTING PAVING

EXISTING GRADE BEAM

EXISTING
CONCRETE SLAB

801

802 (NOT USED)

804 6" DIA. STEEL PIPE BOLLARD, FILLED SOLID WITH CONCRETE, WITH ROUNDED TOP, PAINT EP-5

805

EXISTING PAVEMENT

807

808

810

812 PRE-FABRICATED GALVANIZED STEEL GATE

803

806

809

811 HSS3 x 3 x 1 4 FRAME, GALVANIZED

L1 1 2 x 1 1 2 x 1 4 BEHIND GATE FOR STABILITY, TYP.

PRE-FINISHED METAL SOFFIT PANELS, COLOR IS TO BE ZINC GRAY

5" HEAVY DUTY BARREL HINGE, SELF-CLOSING

6" HEAVY DUTY LOCKABLE HASP, SELF-LATCHING

3/4" DIA. CANE BOLT

1" DIA. STEEL RECEIVER SLEEVES SET IN CONCRETE FOR CANE BOLTS AT GATE

PRE-FINISHED METAL PARAPET CAP

1. FILL ALL CELLS BELOW FLOOR LEVEL OR CONTAINING REBAR WITH 2500 PSI GROUT. GROUT SHALL BE
PLACED IN LIFTS NO HIGHER THAN 5 FEET.  MASONRY UNITS SHALL BE CLEAN AND DRY. INSTALL ALL TIES
AND STRAPS PER MANUFACTURER'S SPECIFICATIONS.

2. ALL MASONRY SHALL BE PLACED IN FULL MORTAR BED.  ALL MORTAR SHALL BE TYPE "M" OR TYPE "S."
3. THE INTERSECTION OF ALL MASONRY WALLS SHALL BE TIED WITH A 11

4" X 14" BY 30" LONG STRAP WITH A 3" -
90 DEGREE BEND AT EACH END. STEEL STRAPS SHALL BE PLACED IN THE MORTAR BEDS AT 48" ON CENTER
VERTICALLY.

4. THE CONTRACTOR SHALL TAKE ADDITIONAL PRECAUTIONS WHEN MASONRY IS TO BE CONSTRUCTED
DURING COLD WEATHER (AMBIENT TEMPERATURE BELOW 40 DEGREES FAHRENHEIT). DURING HOT
CONDITIONS (ABOVE 90 DEGREES FAHRENHEIT) PRECAUTIONS SHALL BE TAKEN TO MINIMIZE EXCESS
HEAT IN THE MASONRY UNITS CONCERNING WATER AND MORTAR. IT IS ADVISED THAT THE CONTRACTOR
FOLLOW RECOMMENDATIONS PRESCRIBED BY THE PORTLAND CEMENT ASSOCIATION FOR COLD AND HOT
WEATHER CONDITIONS.

5. ALL CONTROL JOINTS AND EXPANSION JOINTS SHALL BE INSTALLED IN ACCORDANCE TO THE STANDARDS
SET FORTH BY THE NATIONAL CONCRETE MASONRY ASSOCIATION. IN NO CASE SHALL EXTERIOR WALL
JOINTS BE SPACED GREATER THAN 30' ON CENTER AND INTERIOR WALL JOINTS SHALL NOT EXCEED 30' ON
CENTER.

6. WHERE NOTED, ON VENEER WALLS, PROVIDE 38"-1
2" CONTROL JOINTS BACKED WITH FOAM BACKER RODS,

AND SEALED WITH NP1 OR EQUAL, COLOR TO MATCH BRICK COLOR.
7. ATTENTION SHALL BE GIVEN TO PROVIDE FULL HEAD AND BED JOINTS AND CLEAN CAVITY.
8. PROVIDE VENEER ANCHORS @ 16" ON CENTER VERTICALLY, 32" ON CENTER HORIZONTALLY.
9. PROVIDE 10 MIL. PVC FLASHING WITH WEEPS AT APPROXIMATELY 32" ON CENTER MAXIMUM.
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A. ENLARGED DUMPSTER PLAN 1/4" = 1'-0"I. NOT USED

C. DUMPSTER ELEVATION - FRONT 1/4" = 1'-0"

D. ELEVATION - SIDE 1/4" = 1'-0"

O. WALL SECTION 3/4" = 1'-0"

M. KEYED NOTES

M. GENERAL NOTES

DUMPSTER
PLAN &
ELEV.

A.104

K. NOT USED

J. NOT USED

L. NOT USED
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Quick Facts
•	 Direct-mounted discrete light engine for improved 

optical uniformity and visual comfort
•	 Lumen packages range from 4,300 - 68,000 nominal 

lumens (30W - 550W)
•	 Replaces 70W up to 1,000W HID equivalents
•	 Efficacies up to 157 lumens per watt
•	 Standard universal quick mount arm with universal drill 

pattern

Interactive Menu
•	 Ordering Information page 2

•	 Mounting Details page 3, 4

•	 Optical Configurations page 5

•	 Product Specifications page 5

•	 Energy and Performance Data page 6

•	 Control Options page 8

Dimensional Details

Area / Site Luminaire

Lumark  
Prevail Discrete LED

Connected Systems
•	 WaveLinx PRO Wireless
•	 WaveLinx LITE Wireless

Prevail

Prevail Petite

13-15/16" 
[354mm]

26-13/16" [681mm]

2-3/4"
[70mm] 6-15/16"

[177mm]

Prevail XL



STREET WRAP™ FLEX BACK-BEND
Flexible LED illumination

Specifications
Dimensions L × W × H...................24-ft and custom lengths available

Input...................................................24 V

Min. bend radius............................2.36"

Power.................................................3.66 W/ft.

Operating temp.............................-40° C to +65° C

Environment................................... IP67

Power supply...................................Principal Sloan 24V

Run footage.....................................Max. 24 ft.

Applications....................................Neon tube light source, building and
	 sign outline lighting and cover lighting, 
	 indoor/outdoor, cursive letters and design

Warranty...........................................5-year Product/5-year Labor

Product Options

CCT/color Jacket color Lm/ft Cut section length
Max. length/ 
96 W PS W/max. length SKU

6500 K

White 305

3.9370" 287.4016" 87.7

M-SX024-65

5000 K M-SX024-50

4000 K M-SX024-40

Red (623 nm) Red 82 M-SX024-RD

Orange (609 nm) Orange 116 M-SX024-OR

Yellow (590 nm) Yellow 158 M-SX024-YL

Green (525 nm) Green 140 M-SX024-GR

Blue (468 nm) Blue 20 M-SX024-BL

Cyan

N/A

36

2.8110" 287.7244" 87.5

M-SX024-CN

Pink 17 M-SX024-PK

RGB N/A M-SX024-3C

E341517

IMPORTANT WARRANTY INFO
This warranty is void if any cuts are made in the field. 
Any cuts must be made by Principal Sloan to maintain warranty.
NOTE: The LED neon itself and all its components may not be 
mechanically stressed. Please ensure that the power supply is 
adequate to operate the total load. Only qualified personnel should 
be allowed to perform installations. The design of the housing should 
be according to the IP standards in the application. If surge protection 
structure not within power supplier, a lightning protector should be 
needed additionally. Before cutting and sealing, please read the user 
manual, and please ensure you have read and fully understand it. 
Please do not twist the product and do not bend it in wrong direction, 
see Figure 1 for a correct demonstration.

Bends front 
to back

UV-resistant

Dual extrusion, diffused 
silicone lens and thermal 

conductive base

Standard colors cuttable every  3.9370", 
RGB cuttable every 2.8149"

*	 Custom colors will utilize white LEDs behind a color matched silicone over molding and the MOQ is 656.168 ft.



UVA-20011
Vancouver 2 Light Column

Ligman Lighting USA reserves the right to change speci�cations without prior notice, please contact factory for latest information.  Due to the continual improvements in LED technology data and components may change without notice. 

Mounting Detail

31.5”

9.8’

11.8”

6.3”

6.3”

Construction Total urban realm lighting solution.
Optional heights, accent spotlights, accessories and 
decorative lattice panels.

A stylish Dark Sky Compliant square high performance light 
column with downward light distribution using LED lamps. 
This light column offers optimal visual comfort through 
glare control by utilizing a controlled optics designed by 
Ligman. These columns have a square design providing a 
unique wide light distribution, offering an architecturally 
appealing clover leaf pattern on the paving.  The internal 
sides of the supporting pillars are accented by light from 
the LED.
  
Color temperature 2700K, 3000K, 3500K and 4000K. The 
minimalistic shape provides distinctive lighting effects by 
night and decorative urban effect during the day. Suitable 
for pedestrian areas, precincts, building surrounds, 
shopping centers, squares and parks. The Vancouver 
Column comes standard with a unique waterproof internal 
driver housing compartment that is situated at the top of 
the pole to stop water and dust from entering the electrical 
components. 

This fixture is supplied completely wired with powercord 
and waterproof gland from the driver enclosure to the base 
of the column to ensure quick trouble-free installation. 
The Vancouver has a specially designed anchor bolt 
mounting base that is partially buried below ground level to 
provide a flush fixture finish with the surface, but maintains 
the rigidity that is required when installing light columns. 
This ensures that the anchor bolts are not seen and 
therefore eliminates the necessity for an anchor bolt cover. ( 
review installation instructions before installing the anchor 
bolts.)

Custom column heights are available, please specify. 
Provided with anchor bolts  (the root mount kit is an option 
and is an adder) 

Reduced custom wattages can be provided to suit customer 
requirements. (Specify total watt requirement per fixture)   
Designed to complement the Vancouver bollard UVA-10001. 
This product is provided complete with anchor bolts and 
laser cut steel bolt template. 

To meet International Dark Sky criteria, 3000k or warmer 
LEDs must be selected.

• NOTE: For the round version of the Vancouver, please see 
the Benton Light Column and Bollard

4.63"

6.30"

Ø0.87"

20w COB
1414 Lumens

IP65
Suitable for wet locations

IK08
Impact Resistant [Vandal Resistant]

Weight 55.1 lbs

Alternate Heights
May Be Speci�ed

Aluminum 
Less than 0.1% copper content – Marine Grade 6060 extruded & 
LM6 Aluminum High Pressure die casting provides excellent 
mechanical strength , clean detailed product lines and excellent 
heat dissipation. 

Pre paint
8 step degrease and phosphate process that includes 
deoxidizing and etching as well as a zinc and nickel phosphate 
process before product painting.

Memory Retentive -Silicon Gasket
Provided with special injection molded “fit for purpose” long life 
high temperature memory retentive silicon gaskets. Maintains 
the gaskets exact profile and seal over years of use and 
compression.

Thermal management
LM6 Aluminum is used for its excellent mechanical strength and 
thermal dissipation properties in low and high ambient 
temperatures. The superior thermal heat sink design by Ligman 
used in conjunction with the driver, controls thermals below 
critical temperature range to ensure maximum luminous flux 
output, as well as providing long LED service life and ensuring 
less than 10% lumen depreciation at 50,000 hours.  

Surge Suppression
Standard 10kv surge suppressor provided with all fixtures.

BUG Rating
B1 - U0 - G0

Finishing 
All Ligman products go through an extensive finishing process 
that includes fettling to improve paint adherence.

Paint
UV Stabilized 4.9Mil thick powder coat paint and baked at 200˚ 
C. This process ensures that Ligman products can withstand 
harsh environments. Rated for use in natatoriums. 

Inspired by Nature Finishes
The Inspired by nature Finishing is a unique system of 
decorative powder coating. Our metal decoration process can 
easily transform the appearance of metal or aluminum product 
into a wood grain finish.

This patented technology enables the simulation of wood grain, 
and even marble or granite finish through the use of decorative 
powder coating.

The wood grain finish is so realistic that it’s almost 
undistinguishable from real wood, even from a close visual 
inspection. The system of coating permeates the entire 
thickness of the coat and as a result, the coating cannot be 
removed by normal rubbing, chipping, or scratching.

The Coating Process
After pre-treatment the prepared parts are powder coated with 
a specially formulated polyurethane powder. This powder 
provides protection against wear, abrasion, impact and 
corrosion and acts as the relief base color for the finalized metal 
decoration.

The component is then wrapped with a sheet of non-porous 
film with the selected decoration pattern printed on it using 
special high temperature inks.
 
This printed film transfer is vacuum-sealed to the surface for a 
complete thermo print and then transferred into a customized 
oven. The oven transforms the ink into different forms within 
the paint layer before it becomes solid. Finally, the film is 
removed, and a vivid timber look on aluminum remains.

Wood grain coating can create beautiful wood-looking products 
of any sort.  There are over 300 combinations of designs 
currently in use.  Wood grains can be made with different 
colors, designs, etc.

Our powder coatings are certified for indoor and outdoor 
applications and are backed by a comprehensive warranty. 
These coatings rise to the highest conceivable standard of 
performance excellence and design innovation. 

Added Benefits
• Resistance to salt-acid room, accelerated aging 
• Boiling water, lime and condensed water resistant
• Anti-Graffiti, Anti-Slip, Anti-Microbial, Anti-Scratch
• Super durable (UV resistant)
• TGIC free (non-toxic)

Hardware
Provided Hardware is Marine grade 316 Stainless steel.

Anti Seize Screw Holes
Tapped holes are infused with a special anti seize compound 
designed to prevent seizure of threaded connections, due to 
electrolysis from heat, corrosive atmospheres and moisture.

Crystal Clear Low Iron Glass Lens
Provided with tempered, impact resistant crystal clear low iron 
glass ensuring no green glass tinge.

Optics & LED
Precise optic design provides exceptional light control and 
precise distribution of light. 
LED CRI > 80 

Lumen - Maintenance Life
L80 /B10 at 50,000 hours (This means that at least 90% of the 
LED still achieve 80% of their original flux)
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