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EQUIPMENT PAD

PANELBOARD

VARIABLE FREQUENCY
DRIVE BREAKER

GENERATOR
TERMINATION
CABINET

POWER QUALITY
METERING AND MAIN

BREAKER SECTION

MAIN SWITCHBOARD SECTION MANUAL TRANSFER
SWITCH SECTION

VARIABLE
FREQUENCY DRIVE

ENCLOSURE

3ɸ ISOLATION TRANSFORMER

TRANSFORMER

PANEL
A/C UNIT

WELL PUMP
CONTROL PANEL

(SHOWN WITH OUTER
DOOR REMOVED)

ALARM
HORN

ALARM
BEACON ANTENNA

HMI

1. FRONT PANELS OF DROP OVER ENCLOSURE ARE NOT SHOWN FOR
CLARITY.

2. CONTRACTOR SHALL PROVIDE AIR CONDITIONING UNIT PER
SWITCHGEAR AND MOTOR CONTROL CENTER MANUFACTURER'S
RECOMMENDATIONS. A/C UNIT SUPPLIED MUST MAINTAIN OPTIMAL
OPERATING TEMPERATURE FOR SOLID STATE DEVICES.

3. WELL PUMP CONTROL PANEL SHALL BE EQUIPPED WITH HEATER AND
AIR CONDITIONING TO MAINTAIN OPERATING TEMPERATURE WITHIN
PANEL.

4. CONTRACTORS SHALL INSTALL TRANSFORMERS IN A MANNER THAT
PROVIDES ADEQUATE VENTILATION ACCORDING TO MANUFACTURER'S
SPECIFICATIONS.

5. LINEUP IS SHOWN NOT TO SCALE. CONTRACTOR SHALL SUBMIT
EQUIPMENT LAYOUT IN CONSTRUCTION PHASE.

6. CANOPY IS SHOWN FOR DESIGN INTENT AND GENERAL REQUIREMENTS.
CANOPY SHALL COVER CONTROL PANEL AND VFD ENCLOSURE. RETAIN
SERVICES OF LICENSED STRUCTURAL ENGINEER TO DESIGN CANOPY
AND SUBMIT AS SHOP DRAWING.

7. CONTRACTOR SHALL PROVIDE SUNSHADES FOR ALL EXPOSED DIGITAL
SCREENS.

8. VFD ENCLOSURE SHALL BE POWDER COATED WHITE.

9. PROVIDE ALL NECESSARY PLC AND RADIO HARDWARE FOR
COMMUNICATION AND INTEGRATION INTO THE CITY OF HEATH'S
EXISTING SCADA SYSTEM.

DESCRIPTION OF OPERATION
THE WATER WELL PUMP SHALL OPERATE VIA THE WELL PUMP CONTROL PANEL AND REMOTELY VIA SCADA. SWITCHING THE L-O-R SWITCH
(SS1-W) TO THE LOCAL POSITION WILL ALLOW THE WELL TO BE OPERATED BY THE LOCAL CONTROL PANEL. SWITCHING SS1-W TO THE REMOTE
POSITION WILL ALLOW THE WELL TO BE OPERATED BY THE SCADA SYSTEM, VIA THE RTU AT THE EXISTING ELEVATED STORAGE TANKS AND
PUMP STATION SITE

WITH SS1-W IN LOCAL, A PLC-RELAY SWITCH (SS2-W) WILL ALLOW THE OPERATION OF THE WELL SITE BY THE PLC LOCATED WITHIN THE WELL
PUMP CONTROL PANEL OR BY RELAY LOGIC WITH DEVICES LOCATED WITHIN THE WELL PUMP CONTROL PANEL.

AN H-O-A SWITCH (SS3-W) WILL ALLOW THE WELL TO BE OPERATED MANUALLY OR AUTOMATICALLY.

AT SCADA, THE PROGRAM SHALL BE MODIFIED TO DISPLAY A VIRTUAL WELL PUMP H-O-A (SS1-S), VIRTUAL WELL PUMP START PUSHBUTTON
(PB1-S), AND VIRTUAL WELL PUMP STOP PUSHBUTTON (PB2-S).

THE SCADA RTU WILL SEND THE CHLORINE AND AMMONIA SKIDS A RUN COMMAND WHEN FLOW IS DETECTED BY THE FLOWMETERS.

SS1-W - L-O-R | SS2-W - PLC-RELAY | SS3-W H-O-A

· THE OPERATOR MUST MANUALLY START THE WELL WITH A PUSHBUTTON LOCATED ON THE HMI IN THE CONTROL PANEL (PB1-W) AND STOP
THE WELL WITH A PUSHBUTTON LOCATED ON THE HMI IN THE CONTROL PANEL (PB2-W). PB1-W AND PB2-W ARE VIRTUAL BUTTONS
LOCATED ON THE HMI. ALL FUNCTIONS WILL REMAIN AVAILABLE IF NO INTERLOCKS ARE PRESENT.

SS1-W - L-O-R | SS2-W - PLC-RELAY | SS3-W H-O-A

· THE OPERATOR MUST MANUALLY START THE WELL WITH A PUSHBUTTON LOCATED ON THE CONTROL PANEL (PB3-W) AND STOP THE WELL
WITH A PUSHBUTTON LOCATED ON THE CONTROL PANEL (PB4-W). ALL FUNCTIONS WILL REMAIN AVAILABLE IF NO INTERLOCKS ARE
PRESENT.

SS1-W - L-O-R | SS2-W - PLC-RELAY | SS3-W H-O-A
· THE WELL SITE WILL RUN AUTOMATICALLY, BASED ON THE LEVEL OF THE ELEVATED STORAGE TANKS OR GROUND STORAGE TANK.

·· ELEVATED STORAGE TANK (EST) - WHEN THE EST RTU SENDS A WELL PUMP CALL SIGNAL TO THE WELL SITE, THE WELL PUMP WILL
TURN ON IF NO INTERLOCKS ARE PRESENT. THE AUXILIARY CONTACT FROM THE MOTOR STARTER WILL CLOSE. WHEN THE LEVEL OF
THE EST RISES TO A USER-CONFIGURABLE ELEVATION, THE RTU WILL SEND A WELL PUMP STOP SIGNAL. THE AUXILIARY CONTACT
FROM THE MOTOR STARTER WILL OPEN.

·· GROUND STORAGE TANK (GST) - WHEN THE GST RTU SENDS A WELL PUMP CALL SIGNAL TO THE WELL SITE, THE WELL PUMP WILL
TURN ON IF NO INTERLOCKS ARE PRESENT. THE AUXILIARY CONTACT FROM THE MOTOR STARTER WILL CLOSE. WHEN THE LEVEL OF
THE GST RISES TO A USER-CONFIGURABLE ELEVATION, THE RTU WILL SEND A WELL PUMP STOP SIGNAL. THE AUXILIARY CONTACT
FROM THE MOTOR STARTER WILL OPEN.

SS1-W - L-O-R | SS2-W - PLC-RELAY | SS3-W H-O-A
· THIS PERMUTATION SHALL OPERATE IDENTICALLY TO SS1-W - L-O-R | SS2-W - PLC-RELAY | SS3-W H-O-A AND IS NOT INTENDED TO BE USED

UNDER NORMAL OPERATING CONDITIONS. THE RELAY SETTING OF SS2-W IS INTENDED TO ALLOW THE OPERATOR TO RUN THE WELL IN
HAND IN THE EVENT OF A PLC FAILURE. AS THE PLC IS REQUIRED FOR RECEIVING THE EST OR GST SIGNAL, THIS PERMUTATION SHOULD
NOT BE USED, HOWEVER IF IT IS SELECTED, SHALL OPERATE AS SS1-W - L-O-R | SS2-W - PLC-RELAY | SS3-W H-O-A.

SS1-W - L-O-R | SS1-S - H-O-A

· AT THE WELL SITE, THE OPERATOR WILL NOT HAVE CONTROL OVER THE WELL WHILE SS1-W IS IN REMOTE. SS2-W AND SS3-W HAVE NO
EFFECT ON THE FACILITY WHILE SS1 IS IN REMOTE.

· THE WELL SITE WILL BE OPERATED REMOTELY AT SCADA.

· THE OPERATOR MUST MANUALLY START THE WELL WITH A PUSHBUTTON LOCATED AT SCADA (PB1-S) AND STOP THE WELL WITH A
PUSHBUTTON LOCATED AT SCADA (PB2-S). PB1-S AND PB2-S ARE VIRTUAL BUTTONS LOCATED ON THE SCADA HMI. ALL FUNCTIONS WILL
REMAIN AVAILABLE IF NO INTERLOCKS ARE PRESENT.

SS1-W - L-O-R | SS1-S - H-O-A

· THE WELL SITE WILL RUN AUTOMATICALLY VIA SCADA, BASED ON THE LEVEL OF THE ELEVATED STORAGE TANKS AND THE GROUND
STORAGE TANKS. THE FOLLOWING COMMANDS AND STATUSES ARE COMMUNICATED WIRELESSLY VIA SCADA.

·· ELEVATED STORAGE TANK (EST) - WHEN THE EST RTU SENDS A WELL PUMP CALL SIGNAL TO THE WELL SITE, THE WELL PUMP WILL
TURN ON IF NO INTERLOCKS ARE PRESENT. THE AUXILIARY CONTACT FROM THE MOTOR STARTER WILL CLOSE. WHEN THE LEVEL OF
THE EST RISES TO A USER-CONFIGURABLE ELEVATION, THE RTU WILL SEND A WELL PUMP STOP SIGNAL. THE AUXILIARY CONTACT
FROM THE MOTOR STARTER WILL OPEN.

·· GROUND STORAGE TANK (GST) - WHEN THE GST RTU SENDS A WELL PUMP CALL SIGNAL TO THE WELL SITE, THE WELL PUMP WILL
TURN ON IF NO INTERLOCKS ARE PRESENT. THE AUXILIARY CONTACT FROM THE MOTOR STARTER WILL CLOSE. WHEN THE LEVEL OF
THE GST RISES TO A USER-CONFIGURABLE ELEVATION, THE RTU WILL SEND A WELL PUMP STOP SIGNAL. THE AUXILIARY CONTACT
FROM THE MOTOR STARTER WILL OPEN.

THE FOLLOWING I/O AND STATUSES ARE INTERLOCKS FOR THE WELL PUMP OPERATION:

· WELL PUMP OVERLOAD

· WELL PUMP FAILURE

· WELL PUMP HIGH VIBRATION

· MULTILIN FAILURE

· VFD FAILURE

· WELL 2 EST HIGH LEVEL (WHEN THE PUMP IS ON)

· WELL 3 EST HIGH LEVEL (WHEN THE PUMP IS ON)

· WELL 4 GST HIGH LEVEL (WHEN THE PUMP IS ON)
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TYPICAL PAD ELEVATION1
E16 SCALE:  NOT TO SCALE
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PREFINISHED METAL
DOWNSPOUT WITH
SPLASH BLOCK AS SPECIFIED

1

EAST FACADE FACES
T. L. TOWNSEND DRIVE

A5

2

A. DIMENSIONS AS SHOWN ARE TO FACE OF STUD, CMU OR 
FACE OF BRICK, CONCRETE, UNLESS NOTED OTHERWISE 
(UNO).

B. CONTRACTOR SHALL COORDINATE SIZE, LOCATION, AND 
CHARACTERISTICS OF ALL WORK, EQUIPMENT, AND 
ITEMS SUPPLIED BY THE OWNER, OR OTHERS, WITH THE 
SUPPLIER PRIOR TO THE START OF THE RELATED WORK.

C. WARP ALL EXTERIOR PAVEMENT AT DOORWAYS TO 
FINISHED FLOOR WITH SLOPE NOT EXCEEDING 1.5% FOR 
5' IN EACH DIRECTION.

D. COORDINATE ALL LIGHTING, DUCTS, AND DIFFUSERS 
WITH MEP DRAWINGS TO AVOID CONFLICT WITH 
STRUCTURE, AND OTHER BUILDING SYSTEMS.

2021 INTERNATIONAL BUILDING CODE 
2021 INTERNATIONAL PLUMBING CODE 
2021 INTERNATIONAL MECHANICAL CODE 
2021 INTERNATIONAL ENERGY CONSERVATION CODE 
2021 INTERNATIONAL FIRE CODE 
2021 INTERNATIONAL FUEL GAS CODE 
2020 NATIONAL ELECTRICAL CODE 
2021 TEXAS ACCESSIBILITY STANDARDS
NOTE: ALL CODES TO COMPLY WITH LOCAL AMENDMENTS

ROCKWALL COUNTY = ZONE 3A

ENVELOPE REQUIREMENTS:
ROOFS: INSULATION ENTIRELY ABOVE ROOF DECK = R-25 CI
WALLS: R-7.6 CI

ENVELOPE PROPOSED:
ROOFS: INSULATED ENTIRELY ABOVE ROOF DECK = R-26 CI
WALLS: R-10 CI

BUILDING HEIGHT: ALLOWABLE: 55 FEET, 3 STORIES
PROPOSED: 11 FEET - 6 INCHES

BUILDING AREA: ALLOWABLE: 17,500 SF (TABLE 506.2)
PROPOSED: 123 SF

OCCUPANCY: GROUP H-4

CONSTRUCTION TYPE: TYPE II B

BUILDING:

ZONING:

USE: CHEMICAL STORAGE BUILDING

EXITING:

OCCUPANTS:

EXITS: 2 REQUIRED
2 PROPOSED

INDUSTRIAL - 100 GROSS
123 SF / 100 = 2 OCCUPANTS

TABLE 1004.5

TOTAL OCCUPANTS:  2
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E
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E
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E
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EQ EQ

EQ EQ

PREFINISHED
METAL CANOPY
AS SPECIFIED

EXTERIOR LIGHT
REF. ELECTRICAL

SUSPENDED
LIGHT FIXTURE TYP.
MOUNTED AT 9' - 0" A.F.F.
REF. ELECTRICAL

PREFINISHED 
METAL GUTTER
AS SPECIFIED

REF: STRUCTURAL

2" / 1'-0"

PREFINISHED 
METAL CANOPY
AS SPECIFIED

PREFINISHED
STANDING SEAM
METAL ROOF 
AS SPECIFIED

PREFINISHED 
METAL GUTTER
AS SPECIFIED

1
6

' -
 0

"

3' - 2"

T.O. WALL
11' - 4"

PREFINISHED
STANDING SEAM
METAL ROOF
AS SPECIFIED

PREFINISHED
METAL GUTTER
AS SPECIFIED

PREFINISHED 
METAL CANOPY
AS SPECIFIED

EXTERIOR LIGHT
REF. ELECTRICAL

BRICK VENEER 
AS SCHEDULED

CAST STONE BAND
AS SCHEDULED

SPLIT FACE 
CMU VENEER
AS SCHEDULED

2" 

1'-0"

FINISH FLOOR
6"

PREFINISHED
METAL DOWNSPOUT
WITH 3' - 0" BOOT
AND SPLASH BLOCK
AS SPECIFIED, TYP.

T.O. WALL
11' - 4"

PREFINISHED
STANDING SEAM 
METAL ROOF
AS SPECIFIED 

PREFINISHED
METAL GUTTER
AS SPECIFIED

SPLIT FACE 
CMU VENEER
AS SCHEDULED

CAST STONE BAND
AS SCHEDULED

BRICK VENEER
AS SCHEDULED

FINISH FLOOR
6"

PREFINISHED
METAL DOWNSPOUT
WITH 3' - 0" BOOT
AND SPLASH BLOCK
AS SPECIFIED, TYP.

CJ

NOTES:
1. EAST ELEVATION FACES T. L. 

TOWNSEND DRIVE

3
' -

 4
"

T.O. WALL
11' - 4"

PREFINISHED
STANDING SEAM
METAL ROOF
AS SPECIFIED

CAST STONE 
BAND AS 
SCHEDULED

BRICK VENEER
AS SCHEDULED

SPLIT FACE 
CMU VENEER
AS SCHEDULED

EXTERIOR LIGHT
REF. ELECTRICAL

DOOR AS 
SCHEDULED DOOR AS 

SCHEDULED

FINISH FLOOR
6"

CJ CJ

7
'-8

"

PREFINISHED 
METAL CANOPY
AS SPECIFIED

8
' -

 8
"

T.O. WALL
11' - 4"

PREFINISHED
STANDING SEAM METAL 
ROOF AS SPECIFIED

BRICK VENEER AS
SCHEDULED

CAST STONE BAND 
AS SCHEDULED

SPLIT FACE 
CMU VENEER
AS SCHEDULED

PREFINISHED 
METAL CANOPY
AS SPECIFIED

EXTERIOR LIGHT
REF. ELECTRICAL

PREFINISHED METAL 
GUTTER AS SPECIFIED

2" 

1'-0"

FINISH FLOOR
6"

PREFINISHED
METAL DOWNSPOUT
WITH 3' - 0" BOOT
AND SPLASH BLOCK
AS SPECIFIED, TYP.

BRICK VENEER - RUNNING BOND
MANUF.: ACME BRICK
COLOR: 256 ALASKAN
MORTAR MANUF: SPEC MIX
MORTAR COLOR: SM 200 - WHITE

CAST STONE - BAND
MANUF.: TEXAS BUILDING PRODUCTS
COLOR: DUSK
MORTAR MANUF: SPEC MIX
MORTAR COLOR: SM 200 - WHITE

CMU VENEER - SPLIT FACED
MANUF.: BEST BLOCK
COLOR: 6 GREY GRANITE
MORTAR MANUF: SPEC MIX
MORTAR COLOR: SM 750 - SILVERSTONE

MATERIAL MANUFACTURER COLOR

METAL CANOPY ARCHITECTURAL 
FABRICATION

CHARCOAL

METAL ROOF & 
FASCIA

PAC - CLAD BURNISHED 
SLATE - 614347

GUTTER & DOWN 
SPOUT

SHERWIN 
WILLIAMS

BLACK FOX
SW 7020

DOORS & FRAMES SHERWIN 
WILLIAMS

NOTE: COLOR SELECTION PROVIDED FOR BASIS OF DESIGN 
PURPOSES, ALL FINAL COLOR SELECTIONS TO BE MADE FROM 
MANUFACTURER'S FULL RANGE BY ARCHITECT AND OWNER.

OTHER MATERIALS:

BLACK FOX
SW 7020

0'-0"

FIN. FLOOR

FLUSH

A

AS SCHED.

A
S

 S
C

H
E

D
.

A. COORDINATE ALL LOCATIONS OF ALL 
LIGHTS AND HVAC. NOTIFY ARCHITECT OF 
CONFLICTS FOR CLARIFICATION. 

SUSPENDED LIGHT FIXTURE 

EXPOSED STRUCTURE

WALL MOUNTED LIGHT FIXTURE 

6" CMU STARTER
COURSE

8" CMU TO DECK

DECK ABOVE

UL 263

SMOKE &
FIRE SEAL
AROUND
1 HR

WEST FACADE:

EAST FACADE:

NORTH FACADE:

SOUTH FACADE:

BRICK VENEER

CAST STONE

STONE VENEER

90 SF

5 SF

31 SF

71%

4%

25%

BRICK VENEER

CAST STONE

STONE VENEER

88 SF

8 SF

53 SF

59%

6%

36%

BRICK VENEER

CAST STONE

STONE VENEER

54 SF

5 SF

29 SF

62%

5%

33%

BRICK VENEER

CAST STONE

STONE VENEER

54 SF

5 SF

29 SF

62%

5%

33%

TOTAL:

BRICK VENEER

CAST STONE

STONE VENEER

287 SF

23 SF

142 SF

64%

5%

32%

SCALE: 1/4" = 1'-0"A1

5 FLOOR PLAN
SCALE: 1/4" = 1'-0"A1

6 REFLECTED CEILING PLAN

GENERAL NOTES - FLOOR PLAN

EXTERIOR FINISHES LEGEND
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THIS DOCUMENT ISSUED 

IS FOR PRELIMINARY 
REVIEW ONLY UNDER THE 

AUTHORITY OF 
DAVID DUMAN, AIA

TEXAS REGISTRATION #
14305.

IT IS NOT TO BE USED FOR 
CONSTRUCTION OR 

FABRICATION PURPOSES
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SCALE: 1/4" = 1'-0"A1

4 ROOF PLAN

APPLICABLE CODES

ENERGY CODE

PROJECT INFORMATION

SCALE: 1/4" = 1'-0"A1

1 NORTH ELEVATION
SCALE: 1/4" = 1'-0"A1

3 EAST ELEVATION

SCALE: 1/4" = 1'-0"A1

7 WEST ELEVATION

SCALE: 1/4" = 1'-0"A1

2 SOUTH ELEVATION

DOOR TYPE LEGEND

DOOR SCHEDULE

MARK
DOOR FRAME HARDWARE

SET NOTESWIDTH HEIGHT TYPE MATERIAL MATERIAL
100 3' - 0" 7' - 0" A FRP FRP 1 ACCESS CONTROLLED, S.S. HARDWARE
101 3' - 0" 7' - 0" A FRP FRP ACCESS CONTROLLED, S.S. HARDWARE

GENERAL NOTES - RCP

RCP LEGEND

N
o

.
R

ev
is

io
n

s
B

y
D

at
e

PARTITION TYPE 1

MATERIAL CALC.



T.O. WALL
11' - 4"

FINISH FLOOR
6"

A2
4

SUSPENDED LIGHT
FIXTURE
REF: ELECTRICAL

PREFINISHED 
STANDING SEAM 
METAL ROOF
AS SPECIFIED

DOOR AS 
SCHEDULED

DOOR AS 
SCHEDULED

FOUNDATION
REF: STRUCTURAL

7
'-2

"101 100

T.O. WALL
11' - 4"

A2
2A2

3

FINISH FLOOR
6"

PREFINISHED
STANDING SEAM METAL 
ROOF AS SPECIFIED

PREFINISHED
METAL CANOPY
AS SPECIFIED

EXTERIOR LIGHT
FIXTURE
REF: ELECTRICAL

SUSPENDED LIGHT 
FIXTURE
REF: ELECTRICAL

PREFINISHED
METAL GUTTER
AS SPECIFIED

FOUNDATION
REF: STRUCTURAL

PREFINISHED METAL
DOWNSPOUT WITH 
3' PRIMED &
PAINTED BOOT, TYP.
AS SPECIFIEDT.O. WALL

11' - 4"

PREFINISHED STANDING 
SEAM METAL ROOF 
OVER 3/4" SHEATHING 
WITH ICE AND WATER 
SHIELD AS SPECIFIED

BRICK VENEER
AS SCHEDULED

MIN. 4.4" RIGID
INSULATION AS
SPECIFIED

METAL DECK
REF: STRUCTURAL

EXTERIOR LIGHT
FIXTURE
REF: ELECTRICAL

FLUID APPLIED AIR & 
MOISTURE BARRIER 
OVER 1-1/2" RIGID 
INSULATION AS 
SPECIFIED

DOOR AS
SCHEDULED

PREFINISHED METAL 
CANOPY AS SPECIFIED

FINISH FLOOR
6"

PREFINISHED 
METAL FASCIA
AS SPECIFIED

CMU BLOCK

BOND BEAM 
REF: STRUCTURAL

A2
9

A2
6

FOUNDATION
REF: STRUCTURAL

GRADING
REF: CIVIL

THRESHOLD
AS SPECIFIED

FOUNDATION
REF: STRUCTURAL

6" CMU STARTER COURSE

BOND BEAM
REF: STRUCTURAL

8" CMU BLOCK

SPLIT FACE
CMU VENEER
AS SCHEDULED

CAST STONE BAND 
WITH DRIP EDGE AS
SCHEDULED

BRICK VENEER
AS SCHEDULED

FLUID APPLIED AIR 
& MOISTURE 
BARRIER OVER 1-1/2" 
RIGID INSULATION AS
SPECIFIED

GRADING
REF: CIVIL

PREFINISHED 
METAL GUTTER
AS SPECIFIED

PREFINISHED STANDING 
SEAM METAL ROOF 
OVER 3/4" SHEATHING 
WITH ICE AND WATER 
SHIELD AS SPECIFIED

MIN. 4.4" RIGID 
INSULATION AS 
SPECIFIED

METAL DECK
REF: STRUCTURAL

A2
7

PREFINISHED 
METAL FASCIA
AS SPECIFIED

PREFINISHED METAL
DOWNSPOUT WITH 
3' PRIMED & 
PAINTED BOOT, TYP.
AS SPECIFIED

CONCRETE
SPLASH BLOCK

A2
10

2"

FLUID APPLIED AIR &
MOISTURE BARRIER
OVER 1-1/2" RIGID
INSULATION AS
SPECIFIED

SPLIT FACE
CMU VENEER
AS SCHEDULED

TOTAL FLASH 
WITH MORTAR
NET SYSTEM
AS SPECIFIED

CMU BLOCK

FINISH FLOOR AT 6"
ABOVE GRADE

GRADING
REF: CIVIL

6" CMU STARTER 
COURSE

8" 4"

2" FOUNDATION
REF: STRUCTURAL

PREFINISHED
METAL DOWNSPOUT
WITH 3' BOOT 
PRIMED & PAINTED, 
TYP. AS SPECIFIED

T.O. WALL
11' - 4"

BRICK VENEER
AS SCHEDULED

FLASHING AS
SPECIFIED

8" CMU BLOCK

CMU BOND BEAM
REF: STRUCTURAL

EXTERIOR LIGHT
FIXTURE
REF: ELECTRICAL

DOOR AS SCHEDULED

FLUID APPLIED AIR &
MOISTURE BARRIER
OVER 1-1/2" RIGID
INSULATION AS
SPECIFIED

STEEL ANGLE
REF: STRUCTURAL

PREFINISHED STANDING
SEAM METAL ROOF AS
SPECIFIED

METAL DECK
REF: STRUCTURAL

PREFINISHED METAL 
FASCIA AS SPECIFIED

STEEL BENT PLATE
REF:STRUCTURAL

3/4" SHEATHING WITH
ICE & WATER SHIELD
OVER 4.4" MIN. RIGID
INSULATION AS
SPECIFIED

3/8" BACKER ROD AND 
SEALANT AS SPECIFIED,
BOTH SIDES

PREFINISHED METAL
CANOPY AS 
SPECIFIED

8" CMU BLOCK

METAL DECK
REF: STRUCTURAL

FLUID APPLIED AIR &
MOISTURE BARRIER
OVER 1-1/2" RIGID
INSULATION AS
SPECIFIED

BRICK VENEER
AS SCHEDULED

PREFINISHED 
METAL GUTTER
WITH DOWNSPOUT
AS SPECIFIED

3/4" SHEATHING 
WITH ICE & WATER
SHIELD OVER MIN.
4.4" RIGID INSULATION
AS SPECIFIED

PREFINISHED
STANDING SEAM
METAL ROOF AS
SPECIFIED

STEEL BENT PLATE
REF: STRUCTURAL

T.O. WALL
11' - 4"

FINISH FLOOR
6"

A2
11 PREFINISHED STANDING

SEAM METAL ROOF OVER 
3/4" SHEATHING WITH ICE 
AND WATER SHIELD AS
SPECIFIED

MIN. 4.4" RIGID
INSULATION AS
SPECIFIED

PREFINISHED 
METAL FASCIA
AS SPECIFIED

BRICK VENEER
AS SCHEDULED METAL DECK

REF: STRUCTURAL

8" CMU BLOCK

BOND BEAM
REF: STRUCTURAL

6" CMU STARTER 
COURSE

FOUNDATION
REF: STRUCTURAL

GRADING
REF: CIVIL

SPLIT FACE
CMU VENEER
AS SCHEDULED

CAST STONE
BAND WITH
DRIP EDGE AS
SCHEDULED

FLUID APPLIED 
AIR & MOISTURE 
BARRIER OVER 
1-1/2" RIGID
INSULATION AS
SPECIFIED

A2
8

4"

FINISH FLOOR
6"

GRADING 
REF: CIVIL

FOUNDATION
REF: STRUCTURAL

DOOR AS
SCHEDULED

THRESHOLD
AS SPECIFIED

1/2" BACKER ROD &
SEALANT AT 
EXPANSION JOINT AS
SPECIFIED

T.O. WALL
11' - 4"

FLUID APPLIED AIR &
MOISTURE BARRIER
OVER 1-1/2" RIGID
INSULATION AS
SPECIFIED

BRICK VENEER
AS SCHEDULED

PREFINISHED
METAL FASCIA
AS SPECIFIED

8" CMU BLOCK

METAL DECK 
REF: STRUCTURAL

3/4" SHEATHING 
WITH ICE & WATER
SHIELD OVER MIN. 
4.4" RIGID INSULATION
AS SPECIFIED

PREFINISHED
STANDING SEAM
METAL ROOF AS 
SPECIFIED

STEEL BENT PLATE
REF: STRUCTURAL

2"
4"

2" 3 5/8"

CMU BLOCK

BOND BEAM
REF: STRUCTURAL

BRICK VENEER
AS SCHEDULED

CAST STONE
BAND WITH
DRIP EDGE
AS SCHEDULED

SPLIT FACE 
CMU VENEER
AS SCHEDULED

FLUID APPLIED AIR &
MOISTURE BARRIER
OVER 1-1/2" RIGID
INSULATION
AS SPECIFIED

8" 7 5/8"

6"

5 5/8"

5
' -

 1
0"

2"

TOTAL FLASH W/
MORTAR NET SYSTEM
AS SPECIFIED

SPLIT FACE CMU
VENEER AS SCHEDULED

FLUID APPLIED AIR &
MOISTURE BARRIER
OVER 1-1/2" RIGID
INSULATION AS
SPECIFIED

CMU BLOCK

6" CMU STARTER
COURSE

2" BRICK VENEER AS 
SCHEDULED

CAST STONE BAND AS
SCHEDULED

6' - 0"

CJ

2"

SPLIT FACE CMU
VENEER AS
SPECIFIED

8" CMU BLOCK

FLUID APPLIED AIR &
MOISTURE BARRIER
OVER 1-1/2" RIGID
INSULATION AS
SPECIFIED

TOTAL FLASH AND
MORTAR NET SYSTEM 
AS SPECIFIED

3
' -

 4
"

6"
2

' -
 0

"

CAST STONE BAND
AS SCHEDULED

BRICK VENEER AS
SCHEDULED

5
' -

 1
0"
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SCALE: 1/4" = 1'-0"A2

1 BUILDING SECTION

SCALE: 1/4" = 1'-0"A2

5 BUILDING SECTION

SCALE: 1/2" = 1'-0"A2

2 WALL SECTION
SCALE: 1/2" = 1'-0"A2

3 WALL SECTION

SCALE: 1" = 1'-0"A2

7 SECTION DETAIL

SCALE: 1" = 1'-0"A2

9 SECTION DETAIL

SCALE: 1" = 1'-0"A2

10 SECTION DETAIL

SCALE: 1/2" = 1'-0"A2

4 WALL SECTION

SCALE: 1" = 1'-0"A2

6 SECTION DETAIL

SCALE: 1" = 1'-0"A2

11 SECTION DETAIL

SCALE: 1" = 1'-0"A2

8 SECTION DETAIL
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MOCK UP WALL - SECTION

MOCK UP WALL - ELEVATION



T.O. WALL
11' - 4"

FINISH FLOOR
6"

PREFINISHED
STANDING SEAM 
METAL ROOF AS 
SPECIFIED

PREFINISHED
METAL GUTTER
AS SPECIFIED

SPLIT FACE 
CMU VENEER
AS SCHEDULED

CAST STONE
BAND AS 
SCHEDULED

BRICK VENEER
AS SCHEDULED

DOWNSPOUT BOOT
COLOR TO MATCH
DOWNSPOUTS

T.O. WALL
11' - 4"

FINISH FLOOR
6"

PREFINISHED
STANDING SEAM
METAL ROOF AS
SPECIFIED

PREFINISHED
METAL GUTTER
AS SPECIFIED

PREFINISHED 
METAL CANOPY
AS SPECIFIED

EXTERIOR LIGHT
REF. ELECTRICAL

BRICK VENEER
AS SCHEDULED

CAST STONE 
BAND AS SCHEDULED

SPLIT FACE 
CMU VENEER
AS SCHEDULED

2" 

1'-0"

DOWNSPOUT BOOT
COLOR TO MATCH
DOWNSPOUTS

T.O. WALL
11' - 4"

FINISH FLOOR
6"

PREFINISHED
STANDING SEAM 
METAL ROOF AS 
SPECIFIED

BRICK VENEER
AS SCHEDULED

PREFINISHED 
METAL CANOPY
AS SPECIFIED

EXTERIOR LIGHT
REF. ELECTRICAL

PREFINISHED
METAL GUTTER
AS SPECIFIED

2" 

1'-0"

SPLIT FACE 
CMU VENEER
AS SCHEDULED

CAST STONE BAND
AS SCHEDULED

DOWNSPOUT BOOT
COLOR TO MATCH
DOWNSPOUTS

T.O. WALL
11' - 4"

FINISH FLOOR
6"

PREFINISHED
STANDING SEAM
METAL ROOF AS
SPECIFIED

CAST STONE 
BAND AS 
SCHEDULED

BRICK VENEER
AS SCHEDULED

SPLIT FACE 
CMU VENEER
AS SCHEDULED

EXTERIOR LIGHT
REF. ELECTRICAL

DOOR AS 
SCHEDULED

DOOR AS 
SCHEDULED

PREFINISHED 
METAL FASCIA
AS SPECIFIED

PREFINISHED 
METAL CANOPY
AS SPECIFIED

BRICK VENEER - RUNNING BOND
MANUF.: ACME BRICK
COLOR: 256 ALASKAN
MORTAR MANUF: SPEC MIX
MORTAR COLOR: SM 200 - WHITE

CAST STONE - BAND
MANUF.: TEXAS BUILDING PRODUCTS
COLOR: DUSK
MORTAR MANUF: SPEC MIX
MORTAR COLOR: SM 200 - WHITE

CMU VENEER - SPLIT FACED
MANUF.: BEST BLOCK
COLOR: 6 GREY GRANITE
MORTAR MANUF: SPEC MIX
MORTAR COLOR: SM 750 - SILVERSTONE

MATERIAL MANUFACTURER COLOR

METAL CANOPY ARCHITECTURAL 
FABRICATION

CHARCOAL

METAL ROOF PAC - CLAD BURNISHED 
SLATE - 614347

GUTTER & DOWN 
SPOUT

SHERWIN 
WILLIAMS

BLACK FOX
SW 7020

DOORS & FRAMES SHERWIN 
WILLIAMS

NOTE: COLOR SELECTION PROVIDED FOR BASIS OF DESIGN 
PURPOSES, ALL FINAL COLOR SELECTIONS TO BE MADE FROM 
MANUFACTURER'S FULL RANGE BY ARCHITECT AND OWNER.

OTHER MATERIALS:

BLACK FOX
SW 7020
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SCALE: 1/2" = 1'-0"A3

2 EAST ELEVATION (COLOR)

SCALE: 1/2" = 1'-0"A3

3 NORTH ELEVATION (COLOR)

SCALE: 1/2" = 1'-0"A3

1 SOUTH ELEVATION (COLOR)

SCALE: 1/2" = 1'-0"A3

4 WEST ELEVATION (COLOR)

EXTERIOR FINISH LEGEND

N
o

.
R

ev
is

io
n

s
B

y
D

at
e



0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00

0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00

0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00

0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.03 0.03 0.03 0.03 0.03 0.02 0.02 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.03 0.04 0.04 0.05 0.05 0.05 0.04 0.03 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00

0.03 0.04 0.05 0.06 0.08 0.09 0.10 0.09 0.06 0.02 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.01 0.01 0.01
0.02 0.03 0.04 0.05 0.07 0.09 0.12 0.16 0.20 0.20 0.13 0.04 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.02 0.02 0.03 0.04 0.05 0.07 0.09 0.14 0.20 0.29 0.45 0.51 0.36 0.11 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.03 0.04 0.05 0.08 0.12 0.18 0.29 0.50 0.97 1.64 1.59 0.32 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00

0.06 0.09 0.14 0.22 0.38 0.74 1.95 5.15 12.47 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00

0.09 0.14 0.24 0.42 0.87 2.64 9.44 43.21 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.13 0.22 0.38 0.78 2.14 6.67 20.34 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.12 0.18 0.30 0.54 1.12 2.00 2.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.09 0.13 0.20 0.31 0.47 0.51 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00

0.07 0.09 0.13 0.17 0.20 0.17 0.09 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00

0.05 0.06 0.08 0.09 0.09 0.08 0.03 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00

0.04 0.04 0.05 0.05 0.05 0.03 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.02 0.03 0.03 0.03 0.03 0.02 0.02 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.01 0.01 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

WATER WELL 4 PHOTOMETRIC SITE PLAN1
EX1 SCALE:  1" = 30' - 0"
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WATER WELL 4 PHOTOMETRIC SCHEDULES2
EX1 SCALE:  NO SCALE

ELECTRICAL

Luminaire Schedule
Symbol Qty Label Arrangement Description LLF Luminaire

Lumens
Luminaire
Watts

Total
Watts

UWLR BUG Rating

2 TWR1_LED_ALO-HIGH_50K_UVOLT Single TWR1 LED ALO-HIGH 50K UVOLT 1.000 8523 60 120 0.12 B1-U4-G5

Luminaire Location Summary
Insertion Point

LumNo Label X Y Z Orient Tilt
3 TWR1_LED_ALO-HIGH_50K_UVOLT 2599556.

498
7020740.
881

8 223.836 0

4 TWR1_LED_ALO-HIGH_50K_UVOLT 2599551.
41

7020746.
162

8 223.836 0

Calculation Summary
Label CalcType Units Avg Max Min Avg/Min Max/Min
Entire Site Illuminance Fc 0.12 43.21 0.00 N.A. N.A.
Disinfection Building Illuminance Fc 3.38 20.3 0.0 N.A. N.A.
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CONTRACTOR SELECT  TWR LED ALO SWW Page 1 of 3

TWR LED
LED Wall Pack  
Adjustable+Switchable+Photocell

The Lithonia Lighting® TWR wall packs combine the power of the latest generation of LEDs in 
a popular and classic day-form to provide exceptional energy savings. These wall packs give 
ultimate versatility to both the distributor and contractor by offering 18 configurations in one 
product with their standard Adjustable Lumen Output (ALO), Switchable color temperature 
(SWW2), and adjustable photocell (PE) features. 

FEATURES:
	¡ Two sizes deliver from 2,300 lumens up to 16,100 lumens, replacing 70W to 400W HID 

luminaires

	¡ Energy savings of up to 86% when replacing HID wall packs with less than two year paybacks

	¡ Three power levels of adjustable lumen output. Switchable CCT(3000K/4000K/5000K) 
offers warm, cool and daylight in a single fixture

	¡ Standard photocell can be turned on or off

	¡ IP65 rated, Die-cast aluminum housing and borosilicate glass lens

	¡ Up to 155 LPW

Contractor Select™

Catalog Number Adjustable Lumen Output 
ALO

Switchable CCT 
SWW2

Dusk-to-Dawn Operation 
PE Input Voltage CRI

TWR1 LED ALO SWW2 UVOLT PE DDBTXD 2,300 
Lumens

5,300 
Lumens

8,500 
Lumens* Switchable  

3000K, 4000K*, 5000K
Included Standard,  
Selectable On*/Off 120-347V 80CRI

TWR2 LED ALO SWW2 UVOLT PE DDBTXD 8,200 
Lumens

12,100 
Lumens

16,100 
Lumens*

* - Default out of the box settings

Adjustable Lumen Output
ALO

Dusk-to-Dawn Operation
PE

Switchable CCT
SWW2

TWR LED Stock Configuations

Catalog Number UPC Ci Code Number of fixtures  
per pallet

Traditional  
Replacement

TWR1 LED ALO SWW2 UVOLT PE DDBTXD 00196183389947 *280GWW 50 70W - 250W HID

TWR2 LED ALO SWW2 UVOLT PE DDBTXD 00196183390028 *280GX5 40 250W - 400W HID

Ci Code Input Voltage Catalog Number UPC Number of fixtures  
per pallet

Traditional   
Replacement

*280GX1 120-277V TWR1 LED ALO SWW2 MVOLT PE E7WC DDBTXD 00196183389954 60 70W - 250W HID

*2822T3 480V TWR2 LED ALO SWW2 480 DDBTXD 00196183765819 32 250W - 400W HID

* Note: Made to order options are available with normal lead time

Made To Order Options
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CONTRACTOR SELECT  TWR LED ALO SWW

INTENDED USE:
The TWR LED combines traditional wall pack design with latest generation LEDs to provide 
an energy-efficient, low maintenance LED wall pack suitable for replacing up to 400W Metal 
Halide fixtures. The traditional shape helps maintain building aesthetics when replacing 
only a portion of your building’s wall packs. TWR LED is ideal for outdoor applications such as 
carports, loading areas, self storage and parking areas.

CONSTRUCTION:
Rugged cast-aluminum housing with bronze polyester powder paint for lasting durability. 
Door is hinged on the side and can be detached for easy installation and service. Castings 
are sealed with a one-piece gasket to inhibit the entrance of external contaminants. Rated for 
outdoor installations, -40ºC minimum ambient. 

ELECTRICAL:
Light engine consists of long-life, high-efficacy LEDs mounted on an internal aluminum heat 
sink to maximize heat dissipation and promote long life. LEDs maintain 90% of light output 
at 50,000 hours of service. (LED lifespan based on IESNA LM-80-08 results and calculated per 
IESNA TM-21-11 methodology. The UVOLT driver operates on any line voltage from 120-347V 
(50/60Hz). All luminaires have 6kV surge protection. There are no user serviceable parts. The 
fixture is supplied with a 0-10V driver and is dimmable by 0-10V controls.

BATTERY SPECS:
Emergency battery backup E7WC is a 7 Watt back up battery that delivers up to 1,000 lumens 
in emergency mode. The lowest operating temperature is -20°C and is compatible with the 
MVOLT model TWR1.

INSTALLATION
Designed for wall mounting above four feet from ground. Housing is configured for 
mounting directly over a standard 4” outlet box (by others) or for surface wiring via any of four 
convenient 1/2” threaded conduit entry hubs. 

LISTINGS:
UL Listed to U.S. and Canadian safety standards for wet locations. Tested in accordance with 
IESNA LM-79 and LM-80 standards. 
DesignLights Consortium® (DLC) Premium qualified product and DLC qualified product. Not 
all versions of this product may be DLC Premium qualified or DLC qualified. Please check 
the DLC Qualified Products List at www.designlights.org/QPL to confirm which versions are 
qualified.

WARRANTY:
5-year limited warranty. This is the only warranty provided and no other statements in this 
specification sheet create any warranty of any kind. All other express and implied warranties 
are disclaimed. Complete warranty terms located at: www.acuitybrands.com/support/
warranty/terms-and-conditions

Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Specifications Dimensions

TWR1:
Width: 13.2" / 33.5cm 
Height: 9.4" / 23.9cm  
Depth: 7.2" / 18.4cm 
Weight: 7.5lbs (3.4kg)

All dimensions are inches (centimeters) 
unless otherwise indicated.

TWR2:
Width: 17.1" / 43.5cm 
Height: 9.2" / 23.4cm 
Depth: 7.9" / 20.1cm 
Weight: 12.1lbs (5.5kg)
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TWR1 E7WC:
Width: 15.25" / 38.74cm 
Height: 10.75" / 27.31cm 
Depth: 8.75" / 22.23cm 
Weight: 9.66lbs (4.38kg)

http://www.lithonia.com
http://www.designlights.org/QPL
http://www.acuitybrands.com/support/warranty/terms-and-conditions
http://www.acuitybrands.com/support/warranty/terms-and-conditions
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CONTRACTOR SELECT  TWR LED ALO SWW

LUMEN OUTPUT:
Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data 
is considered to be representative of configurations shown within the tolerances described 
within LM-79.

Size Lumen 
Output

Input 
Wattage CCT/80CRI Delivered 

Lumens
Lumens Per Watt 
@ 4000K, 80CRI Size Lumen 

Output
Input 

Wattage CCT/80CRI Delivered 
Lumens

Lumens Per Watt 
@ 4000K, 80CRI

TWR1

2,300 16W

3000K 2,295

145

TWR2

8,200 55W

3000K 8,132

1554000K 2,292 4000K 8,427

5000K 2,359 5000K 8,290

5,300 36W

3000K 5,277

151 12,100 82W

3000K 11,875

1524000K 5,347 4000K 12,449

5000K 5,390 5000K 12,037

8,500 59W

3000K 8,400

148 16,100 112W

3000K 15,794

1474000K 8,581 4000K 16,270

5000K 8,523 5000K 16,262

http://www.lithonia.com
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