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SCALE: 3/4" = 1'-0"9 PAVERS @ WALL
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2 3/8" DIAMETER GALVANIZED
STEEL POLE (.080 GA.) WITH
WELDED CLOSURE AT TOP

UNIVERSAL HANDICAPPED SIGNAGE
IN ACCORDANCE WITH ALL LOCAL,
STATE AND FEDERAL STANDARDS

VAN ACCESSIBLE SIGN AS
SPECIFIED ON PLANS
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BEVELED EDGE OF FOOTING

1
"

FINISH GRADE

3,000 P.S.I CONCRETE FOOTING

SCALE: 3/4" = 1'-0"11 H/C SIGN

XXXXXXXXXXXXX

6'-0"

1'-0"
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#3 REBAR - 9" LONG,
CORE DRILLED AND
EPOXY GROUT IN PLACE,
(2) PER WHEELSTOP

SCALE: 3/4" = 1'-0"13 CONCRETE WHEELSTOP

X X X X X X

SCALE: 1" = 1'-0"4 CONCRETE SIDEWALK
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SCALE: 1" = 1'-0"5 PEDESTRIAN BRICK PAVER

#3 BAR @24"
O.C. BOTH WAYS

CAST IN PLACE CONCRETE
PAVING (MIN. 5.5 SACK MIX
3,000 PSI)

COMPACTED CRUSHED
STONE BASE

COMPACT SUBGRADE

7
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8
"

4
"

2
" #3 BAR @24"

O.C. BOTH WAYS

CONCRETE PAVING
(MIN. 5.5 SACK MIX
3,000 PSI)

COMPACTED CRUSHED
STONE BASE

COMPACT SUBGRADE

X X X X X X

PEDESTRIAN BRICK PAVER - 2 1
4 THICK

1" SAND SETTING BED

1
8" SAND SWEPT BUTT JOINT

XXX

4
"

2
"

6"

2"

#3 BAR @24"
O.C. BOTH WAYS

CONCRETE PAVING
(MIN. 5.5 SACK MIX
3,000 PSI)

COMPACTED CRUSHED
STONE BASE 2" DEPTH

COMPACT SUBGRADE

EDGE CONDITIONS VARY
REF. PLAN XXX

#3 BAR @24"
O.C. BOTH WAYS

CONCRETE PAVING
(MIN. 5.5 SACK MIX
3,000 PSI)

COMPACTED CRUSHED
STONE BASE 2" DEPTH

COMPACT SUBGRADE

BRICK PAVER

1" MORTAR SETTING BED

1
8" SAND SWEPT BUTT JOINT

EDGE CONDITIONS VARY
REF. PLAN
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2"

4
"
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"

1
"

SCALE: 1" = 1'-0"8 PEDESTRIAN BRICK PAVER @ LANDSCAPE BED
SCALE: 1" = 1'-0"7 CONCRETE SIDEWALK EDGE

X X X X X X #3 BAR @18"
O.C. BOTH WAYS

CONCRETE PAVING
(3,600 PSI MIN. 6.5 SACK)

COMPACTED CRUSHED
STONE BASE

COMPACT SUBGRADE

HEAVY DUTY VEHICULAR PAVER -(2 5
8 THICK)

1" SAND SETTING BED

1
8" SAND SWEPT BUTT JOINT

SCALE: 1" = 1'-0"6 VEHICULAR BRICK PAVER

SCALE: 1" = 1'-0"16 HIGHWOOD 34" PLANTER

2'-4 1/2"

9
 3

/4
"

2 3/8"

DRAIN HOLE

2'-10"

SOIL FILTER SQUARE SUPPLIED

BASE

SCALE: 1" = 1'-0"10 PEDESTRIAN BRICK PAVER @ CURB

X X X

PEDESTRIAN BRICK
PAVER

SD-2

5

EXPANSION JOINT
SD-2

1

X X

XX

9" 9"

EXPANSION JOINT
SD-2

1

#4 SMOOTH DOWELL

DOWELL BASKET

CONCRETE SIDEWALK
(MIN. 5.5 SACK MIX
3,000 PSI)

SD-2

3

SCALE: 1" = 1'-0"3 DOWELLED EXPANSION JOINT

1/2" FLEX PIPE WITH
BUBBLER NOZZLE

SOIL FILTER

1" PVC DRAINAGE PIPE

2 3 8" DRAINAGE /
IRRIGATION SLEEVE

2' BRICK VENEER
COLUMN

SCALE: 1" = 1'-0"17 DRAINAGE CONNECTION FROM PLANTER
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X X X

XX

X X

XXX

#3 BAR @18"
O.C. BOTH WAYS

BRICK PAVER

EXPANSION JOINT
SD-2

1

SCALE: 1" = 1'-0"19 CONCRETE BAND

2' CONCRETE BAND

COMPACTED CRUSHED
STONE BASE

COMPACT SUBGRADE

ATTACH PLANTER
TO COLUMN
PER MANUFACTURES
SPECIFICATIONS

ATTACH PLANTER
TO COLUMN

PER MANUFACTURES
SPECIFICATIONS

SCALE: 1" = 1'-0"18 DRAINAGE PIPE CURB OUTFALL

1/2" IRRIGATION
FLEX PIPE

BRICK PAVERS

2 3 8" DRAINAGE /
IRRIGATION SLEEVE

2"x5" CONCRETE
TRENCH

4" TRENCH GRATE

SCALE: 1" = 1'-0"18 DRAINAGE PIPE CURB OUTFALL

1/2" IRRIGATION
FLEX PIPE

1" PVC DRAINAGE PIPE

2 3 8" DRAINAGE /
IRRIGATION SLEEVE

2"x5" CONCRETE
TRENCH

4" TRENCH GRATE

X X X

SCALE: 1" = 1'-0"14 CONCRETE SIDEWALK @ EXISTING CURB

X X X X4
"

6
"

1'-2 1/4"

6" 1'-0"

#4 x 24" DEFORMED
DOWEL @18 O.C.

X

7/16" DRILLED HOLE

1
1

1

1

4"8" 4"

2
4" CONCRETE BAND

3

3

1 1/2" PVC
CLEAN-OUT

PLAN VIEW

1 1/2" PVC CLEAN-OUT

BRICK VENEER WALL

BRICK VENEER COLUMN

1" PVC DRAINAGE PIPE

1/2" IRRIGATION FLEX PIPE

SCREEN OVER PVC OPENING

4

6
"

6
"

X X X X X X

#3 BAR @18"
O.C. BOTH WAYS

CONCRETE PAVING
(3,600 PSI MIN. 6.5 SACK)

COMPACTED CRUSHED
STONE BASE

COMPACT SUBGRADE

HEAVY DUTY VEHICULAR PAVER -(2 5
8 THICK)

1" SAND SETTING BED

1
8" SAND SWEPT BUTT JOINT

SCALE: 1" = 1'-0"20 VEHICULAR BRICK PAVER IN PLAZA
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TREE GRATE FRAME INSTALLATION DETAIL #1
STANDARD CONCRETE ANCHOR

1/2" Nelson Stud

welded to frame

2 3/4"

5 1/4"

GRATE

1-3/4"X1-3/4"X1/4"
STEEL ANGLE

CONCRETE SLAB

6
 1

/4
"

N.T.S.15 TREE GRATE @ CONCRETE SLAB

8"

6
" 1

"

1"
1" REVEL

PRECAST  CONCRETE

#3 REBAR CENTERED
AND CONTINUOUS.
3" CLEAR FROM ENDS

SCALE: 1 1/2" = 1'-0"12 CONCRETE WHEELSTOP - SECTION

1'-0"

4" CONQUISTADOR
TRENCH GRATE

2 1/4"

3
"

4
"

6
"

11
4"x11

4"x1
4"

STEEL ANGLE

4 1/4"

1
2"x2" NELSON STUD

SHOP WELDED TO FRAME
24" O.C.

2"x5" CONCRETE
TRENCH

TRENCH GRATE
MODEL 9054-4
STYLE:CONQUISTADOR
FRAME:9000F-4

SEALANT WIDTH =A
SEALANT DEPTH =B
IF A=3/4",THEN B=1/2"
IF A=1/2", THEN B= 1/4"
FOR SEALANT AND PRIMER
SEE MANUFACTURER'S NOTES

B

3/4" 2 PIECE REDWOOD EXPANSION JOINT
WITH WOOD ZIP STRIP

FINISHED MATERIAL VARIES

TOOLED JOINT-DEPTH OF JOINT TO BE 1/4"
DEPTH OF SLAB THICKNESS (1-1/4" MIN.)

CAST-IN-PLACE CONCRETE
PEDESTRIAN PAVING

1/4"
A

R=1/4"

SCALE: 6" = 1'-0"1 EXPANSION JOINT
SCALE: 6" = 1'-0"2 CONTROL JOINT
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NOTE:
ALL SIDEWALK CONCRETE TO BE
MIN. 3,000 PSI (MIN. 5.5 SACK MIX)

04/08/141 RFI #78

04/28/142 RFI #59

05/08/143 RFI #82

05/12/144 RFI #31

06/19/145 LASI #6


